ROCKWOOL CAVITYROCK® is designed, tested and approved for use in cavity wall and rainscreen systems. It is not necessary to use any weather resistant, protective material overtop the insulation. In systems requiring a black finish due to the material being visible behind the cladding, a separate dark colored, weather resistant and vapor permeable material installed overtop the insulation is recommended to meet the specification requirements and to improve the overall performance of the system. Acceptable solutions are spray or roll applied coatings, weather resistant membranes or flashing membranes installed under joints.

**SPRAY OR ROLL APPLIED COATING**
Testing has been completed on various coatings that can be sprayed or rolled directly onto CAVITYROCK®. The materials are weather resistant, vapor permeable and available in a dark pigment. The coating can be installed onsite in a controlled environment or subcontracted offsite. Technical information and installation recommendations can be found on product data sheets. Note: Other coatings on the market may be acceptable. Please contact the coating manufacturer for their recommendation on the use of their product over mineral wool.

**RECOMMENDED PRODUCTS**
- DOWSIL™ Allguard Silicone Elastomeric Coating
- DOWSIL™ Defendair 200
- GE Elamax® 2600 AWB

**VAPOR PERMEABLE, WEATHER RESISTANT MEMBRANE**
A black, weather resistant and vapor permeable membrane can be installed overtop ROCKWOOL CAVITYROCK®. These membranes are specifically designed and tested as a joint treatment for open jointed cladding systems. Membranes can be applied to the full surface of the insulation or can be installed in strips using flashing membranes at critical locations under open joints of the cladding. Technical information can be found on product data sheets.

**RECOMMENDED PRODUCTS**
- Dörken Systems Inc. - DELTA®-FASSADE S
- VaproShield RevealShield
For more information on the use of above-mentioned products, please contact:

1. **DOWSIL™**

   Scott Waechter  
   Sr. Application Engineering Specialist  
   T: (716) 998-3648  
   E: scott.waechter@dow.com

2. **Momentive Performance Materials™**

   Joe Duga  
   Construction Coatings Manager  
   T: (904) 710-4688  
   E: joe.duga@momentive.com

3. **Dörken Systems Inc.**

   Krzysztof Apriasz  
   Technical Services Manager  
   T: (905) 563-3255 ext. 326  
   E: kapriasz@dorken.com

4. **VaproShield®**

   VaproShield Technical Team  
   T: 1 (866) 731-7663  
   E: Technical@vaproshield.com

---

**ROCKWOOL Technical Support**

T: 1-877-823-9790  
E: contactus@rockwool.com