
Typical roof finish e.g. single ply membrane

(By Others)

Vapour control layer

(By Others)

ROCKWOOL Linear and Trapezoidal Firestop
system to be used where required

Typical structural steel deck e.g. RoofDek D60

(By Others)

Typical concrete composite deck

(By Others)

Typical head restraint

(By Others)

Gaps to be filled with FIREPRO

Acoustic Intumescent Sealant

Typical blockwork compartment wall

(By Others)

HARDROCK Multi-Fix DD with fleece face

(Flat or tapered depending on application)

Thickness to suit requred u-value

Refer to product brochureROCKWOOL HARDROCK Multi-Fix DD

underlay board 150mm thick
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This CAD Drawing is for illustration purposes only and shall not form part of any contract with ROCKWOOL or hold any contractual force.

Usage of the information remains under the sole responsibility of the purchaser and/or use

ROCKWOOL makes no warranty, representation or guarantee regarding the information contained in the CAD Drawing, the suitability of the products for

any particular purposes or the continuing production of any product.  To the maximum extent permitted by applicable law, ROCKWOOL disclaims (i) any

and all liability arising out of the CAD drawing, the application, use of any product, misuse or inability to use the product (ii) any and all liability, including
without limitation special, consequential or incidental damages, and (iii) any and all liability of any nature resulting from the use or reliance upon the

information contained in this CAD Drawing.  No express or implied warranties are given other than those implied by law.

Information contained in this CAD Drawing is up-to-date as at the date of issue.  As ROCKWOOL Limited cannot control or anticipate the conditions

under which the information contained in this CAD Drawing may be used, each user should review the information in specific context of the planned use
and must obtain approval by Building Control and/or the overseeing body for the project, who are ultimately responsible for approving the correct

application/specification.

No license, express or implied, by estoppel or otherwise, to any intellectual property rights is granted by this document or by any conduct of ROCKWOOL


